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MODEL NAME DESCRIPTION

DVR Camera

Example: AiV-DA8111-4GWHRF Example: AiV-CDD01S-01

1. Product category 1. Product category

D DVR C Camera

2. Product series 2. Housing

D Analog D Dome

A AHD F F type

N NVR H Square

3. Number of channels L Streamline

4 4 CH T EyeBall

8 8 CH U U type

2 12 CH X X type

4. Resolution 3. Product series

0 960H D Analog

1 720P A AHD

2 1080P 4. Resolution

5. Storage (HDD) 0 Lower than 1 mega pixels

0 No 1 720P

1 Yes 5. IR distance

6. Storage (SD card) 0 no IR

0 No 1 10 m

1 Yes 2 20 m

Optional 6. Lens

V Aviation industrial connector S 2.8 mm

R 1 x RS232+1 x RS485 U 2.5 mm

S G sensor W 3.6 mm

T Talkback voice port 7. Audio

1 SD card 0 No

3 3G module 1 Yes

4 4G module 8. Connector

G GPS module

R RCAW Wi-Fi module

H Hot spot

L LAN port Rj45

V Aviation industrial connector

F Fire box port

C CAN-BUS 2.0B port

U USB port



SYSTEM SOLUTIONS

Name and model Appearance Features Parameters

AiV-AL1
Alarm light

џ Plastic shell, Mini Size, easy to mount
џ Connecting with alarm input port of the MDVR 

to inform the emergency

џ Output voltage: DC12V/200mA
џ Dimension: 73 mm(DM) x 38 mm(H)

AiV-OB1
Outer box

џ Metal housing, hard broken
џ The xed holes match the MDVR, safe and 

reliable
џ Look perfect and tide as MDVR connecting 

cable hidden
џ With keys for the security

џ Dimension: 280 mm (L) x 280 mm (W) x 
84 mm (H)

AiV-CO1
Vehicle PTZ keyboard

џ Compact size, suitable for patrol cars, mobile 
police cars and other mobile systems using

џ Three - dimensional joystick, achieve more 
functionality by smaller size

џ Specically for automotive using, low power 
consumption

џ Innitely variable - speed control / speed 
dome rotation

џ Communication protocol: PELCO - D 
(or customize for customer)

џ Baud rate: default 9600bp or 
customize if necessary 

џ Control address: 1
џ Communication way: RS485
џ Joystick control: 3 - dimensional (up, 

down, left, right, zoom)
џ Woking power: 12V DC
џ Power consumption: 6W

AiV-LP1
LED small pannel

џ Extend accessory of remote control of the 
main engine and indicator light

џ Long extension control distance, can reach 5 
to 10 meters

џ Complete indicator of the main engine status, 
such as power, alarming, video loss, video 
status

џ Elegant appearance, convenient to install

џ Input voltage:12V DC
џ Working current: 50 mA (12V)
џ Data connector: RS232
џ Working temperature: from -65°C to 

+80°C
џ Size: 45 mm (L) x 35 mm (W) x 20 mm 

(H)

AiV-SR1
SATA HDD reader

џ Metal housing
џ Mini size, easy to take
џ Easy and direct to read the videos in SATA HDD 

via USB on PC

џ Input voltage: DC5V
џ Port: USB 2.0
џ Dimension: 80 mm (L) x 64 mm (W) x 

26 mm (H)

AiV-CP1
Car power

џ Metal housing, hard broken
џ Mini size, easy to take
џ Wide voltage input, supply stable power for 

MDVR, cameras, pickup, monitor

џ Input Voltage: DC6 - 36V
џ Output Voltage: 12V DC
џ Output Current: 10A
џ Dimension: 100 mm (L) x 100 mm (W) x 

35 mm (T)

AiV-PM1
Microphone

џ Mini Size, high sensitive, low noise
џ Wide working voltage, Built-in positive 

protecting circuit, avoiding burned machine.
џ Great front drive ability, long signal transmission
џ The reductive voice more clear, realistic and 

sweet-sound.
џ Compact size, suitable to surface mounted

џ Working Voltage:9 - 14V
џ Working Current:5mA -60mA
џ Sensitivity:200 mA/ubar
џ Frequency:50HZ -10000HZ
џ Maximum Output Voltage: 5V-upp

AiV-EB1
Panic button

џ Metal housing, compact size, easy to mount
џ Connecting with the Alarm input port of the 

MDVR for panic alarm.

џ Output voltage: DC12V/200mA
џ Dimension: 73 mm(DM) x 38 mm(H)

AiV-US1                             
Car UPS power

џ Wide input range input voltage range: DC8-
36V

џ The most advanced intelligent battery 
management, the most effective protection of 
the battery life

џ Perfect protection measures. Output short 
circuit protection, overload protection

џ Rated capacity: 12V / 1400 mA
џ Input voltage: from 8 to 36V DC
џ Output voltage: 12V
џ Standby time: ≥ 20 min
џ Charge time: ≤ 4 hours
џ Maximum discharging current: 5A

AiV-DS1                           
Door position sensor

џ Dimension: 50 mm x 20 mm x 10 mm
џ Gap distance: 25-35 mm. Electrical contacts: Normally open 
џ Power (max): 10W. Voltage (max): 100V. Current (max): 0.5A. 
џ Housing: zinc alloy, silver-gray plating
џ Wire: 22 AWG 260 mm
џ Usage: Metal doors, security doors

AiV-S1
Vehicle intercom

џ Operating voltage: 9 - 14 V
џ Operating current:  15 mA - 100 mA
џ Frequency response: 50 - 10 000 HZ
џ Sensitivity: -42 dB ± 2 dB
џ Size: 75 mm x 49 mm x 23 mm
џ Dielectric strength: 500Vrms, 1minimum
џ Impact: 20 g, 11 ms
џ Working environment temperature: from -65°C to 125°C

AiV-CR1
ID card reader

џ Working voltage: Dc12 V
џ Static current: < 80 mA
џ Reading range: EM < 12 cm, MIFARE < 5 cm
џ Card type: EM-ID, M1 card, 15693 card, 1443 and 1443B
џ Ambient temperature: from -20 to +70°C
џ International Standard Wiegand Interface: Rs232
џ Communication distance: <10 m
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